
Pedestal/4U1S server platform 
designed for deskside HPC/GPGPU 
applications supporting up to 4 
double-wide GPU cards

FT65T-B5652
Thunder HX

Model Number

Enclosure Form Factor

Supported CPU

Chipset

Number of DIMM Slot
Memory Type
(max. capacity)
Storage Controller

RAID Support

Networking

PCI Expansion Slots

Power Supply

Standard Model # Storage Bay # FAN
B5652F65TV6E2H-2T-N (6) 3.5" hot-swap SATA +

(2) 2.5" hot-swap U.2
(3) hot-swap 12038 +
(2) cold-swap 8038

B5652F65TV6E2H-G (6) 3.5" hot-swap SATA +
(2) 2.5" hot-swap U.2

(3) hot-swap 12038

Intel® C741 PCH

FT65T-B5652

Pedestal / 4U (25.59" in depth)

 (1) 4th Gen. Intel® Xeon® Scalable Processor

8

 Follow the latest 4th Gen. Intel® Xeon® Scalable Processor Memory POR*
*: Actual memory speed depends on populated CPU models

Intel® C741 PCH

 (1) 1000Base-T +
(1) 1000Base-T (IPMI)

RAID 0, 1, 10, 5 (Intel® VROC 8.0)

(2) 10GBase-T (Intel® x550-AT2) (-2T SKU only) +
 (1) 1000Base-T (Intel® i210-AT) +

(1) 1000Base-T port dedicate for IPMI (Realtek® RTL8211FD-CG)
(4) PCIe 5.0 x16 + (1) PCIe 5.0 x4 slots +

(1) PCIe 3.0 x2 NVMe M.2 slot
(1) 2,000W (@220VAC) ATX PSU

Networking
 (2) 10GBase-T +
(1) 1000Base-T

(1) 1000Base-T (IPMI)


