
Pedestal/4U 1S GPU server 
platform supports multiple high 
performance GPU cards

TS65-B8253
Transport SXTransport SX

FT65T-B8050
Transport HX

Model Number
Enclosure Form Factor
Supported CPU
Number of DIMM Slot

Memory Type
(max. capacity)

Storage Controller

Networking

PCI Expansion Slots
Power Supply

Standard Model # Storage Bay # FAN

B8050F65TV8E2H-2T-N (8) 3.5" hot-swap SATA +
(2) 2.5" hot-swap U.2

(3) hot-swap 12038 +
(2) cold-swap 8038

B8050F65TV8E2H-N (8) 3.5" hot-swap SATA +
(2) 2.5" hot-swap U.2

(3) hot-swap 12038 +
(2) cold-swap 8038

B8050F65TV8E2H-G (8) 3.5" hot-swap SATA +
(2) 2.5" hot-swap U.2

(3) hot-swap 12038

(2) 1000Base-T
(1) 1000Base-T (IPMI)

(2) 1000Base-T
(1) 1000Base-T (IPMI)

(2) 10GBase-T (Intel® x710-AT2) (-2T SKU only) +
 (2) 1000Base-T (2x Intel® i210-AT) +

(1) 1000Base-T port dedicate for IPMI (Realtek® RTL8211FD-CG)

(5) PCIe 5.0 x16 slots

(1) 2,000W (@220VAC) ATX PSU

Networking

 (2) 10GBase-T + (2)
1000Base-T

(1) 1000Base-T (IPMI)

AMD EPYC 9004

FT65T-B8050

Pedestal / 4U (25.59" in depth)
(1) AMD EPYC™ 9004 series processor

8
Follow the latest AMD EPYC™ 9004 Processor Memory POR

Registered (3DS) DDR5 4800 (3,072GB)


