
2U4N front I/O server platform for 
high-density cloud server 
deployment

TD76-B8058
Transport CX

Model Number
Enclosure Form Factor
Supported CPU
Number of DIMM Slot

Memory Type
(max. capacity)
Storage Controller

Networking

PCI Expansion Slots

Power Supply

Standard Model # Storage Bay (per node) # PCIe Slots (per node)

B8058T76X4-270TE4HR (4) 2.5" hot-swap E1.s (1) PCIe 5.0 x16 +
(1) OCP v3.0 mezz. +

(2) M.2

AMD EPYC 9004

TD76-B8058

2U (29.92" in depth)
(1) AMD EPYC™ 9004 series processor (per node)

16 (per node)
Follow the latest AMD EPYC™ 9004 Processor Memory POR

Registered (3DS) DDR5 4800/3600/4000 (2,048GB)

(1) 1000Base-T (Intel® i210-AT) +
(1) 1000Base-T port dedicate for IPMI (Realtek® RTL8211FD-CG) (per node)

(1) PCIe 5.0 x16 slot (via riser) +
(1) OCP v3.0 LAN mezzanine slot +

(2) PCIe 4.0 x4 NVMe M.2 slots (per node)

(1+1) 2,700W (@220VAC) CRPS (per system)

Networking (per node)

(1) 1000Base-T +
(1) 1000Base-T (IPMI)


