
Thunder HX

2U2S server platform with maximum 
memory capacity for in-memory 
computing and virtualization 

TS75A-B7132

Model Number

Enclosure Form Factor

Supported CPU

Chipset

Number of DIMM Slot
Memory Type
(max. capacity)
Storage Controller

RAID Support

Networking

PCI Expansion Slots

Power Supply

Standard Model # Storage Bay # PCIe Slots
B7132T75AV10E16HR-
2T

(10) 2.5" hot-swap SATA +
(16) 2.5" hot-swap U.2

(4) PCIe 5.0 x16 +
(1) PCIe 5.0 x4 +

(1) OCP v3.0 mezz. +
(2) M.2

B7132T75AV10E16HR (10) 2.5" hot-swap SATA +
(16) 2.5" hot-swap U.2

(4) PCIe 5.0 x16 +
(1) PCIe 5.0 x4 +

(1) OCP v3.0 mezz. +
(2) M.2

 (2) 1000Base-T +
(1) 1000Base-T (IPMI)

(4) PCIe 5.0 x16 + (1) PCIe 5.0 x4 slots (via risers) +
(1) OCP v3.0 LAN mezzanine slot +

(2) PCIe 4.0 x4 NVMe M.2 slots

(1+1) 2,000W (@220VAC) CRPS

Networking

TS75A-B7132

2U (29.53" in depth)

(2) 4th Gen. Intel® Xeon® Scalable Processor
Intel® C741 PCH

 (2) 10GBase-T +
(1) 1000Base-T (IPMI)

(2) 10GBase-T (Intel® x710-AT2) or (2) 1000Base-T (2x Intel® i210-AT) ports
 + (1) 1000Base-T port dedicate for IPMI (Realtek® RTL8211FD-CG)

 Follow the latest 4th Gen. Intel® Xeon® Scalable Processor Memory POR*
*: Actual memory speed depends on populated CPU models

Intel® C741 PCH

RAID 0, 1, 10, 5 (Intel® VROC 8.0)

32 / 16+16


